
                                  MANUAL & MOTORISED ALUMINIUM SHUTTERS

WALL TO WALL INSTALLATION - SECTIONAL DETAILS & OPERATIONAL CLEARANCES

- CASINO

- ARCADE 2

- SLIMLINE

- CLEAR ROLLER

TECHNICAL DATA

SHEET

 4AA-4

MANUAL OPERATION

"B" "D"

1200 270

1500 280

1800 290

2100 300

2400 310

2700 320

3000 330

3600 350

MOTORISED OPERATION

1200 300

1500 310

1800 320

2100 330

2400 340

2700 350

3000 360

3300 370

3600 380

DRUM ASSEMBLY

SIMU MOTOR

RETAINED IN DRUM

Min. HEAD ROOM

UNDER SIDE OF

 SRUCTURE TO

 TOP OF GUIDE

ø BUNDLE "D"

NYLON END CLIP TO

EVERY 2

ND

 SLAT

PILE BRUSH SEAL TO BOTH

INTERNAL FACES OF GUIDE

REQUIRED STRUCTURE

FOR FIXING OF

BRACKETS

(eg. TIMBER, STEEL,

CONCRETE)

REQUIRED STRUCTURE

FOR FIXING OF GUIDES

(eg. TIMBER, STEEL,

(eh. CONCRETE)

ALUMINIUM BOTTOM

RAIL PROTRUDE BOTH

EXTERNALLY & INTERNALLY

LOCK BODY BEHIND

BACK PLATE

(MANUAL ONLY)

OPERATIONAL CLEARANCES

RUBBER BOTTOM

SEAL (OPTIONAL)

DRUM CENTRE "D/2"

(FROM BACK OF GUIDE)

(203mm ø DRUM)

(230mm ø DRUM)

DETAIL C DETAIL D

3300 340

SLIMLINE ARCADE 2

290

300

310

320

330

340

350

370

315

325

335

345

355

365

375

385

400

360

CLEAR SPAN

"D"

265

276

286

296

306

317

327

350

290

300

310

320

330

340

350

360

370

338

"D"

CASINO 12mm ø

290

300

310

320

330

340

350

370

315

325

335

345

355

365

375

385

400

360

"D"

"B" "D"

SLIMLINE ARCADE 2 CLEAR SPAN

"D" "D"

CASINO 12mm ø

"D"
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