
                  MANUAL & MOTORISED ALUMINIUM SHUTTERS

             WALL TO WALL INSTALLATION - GENERAL ARRANGEMENT

- CASINO

- ARCADE 2

- SLIMLINE

- CLEAR ROLLER

TECHNICAL DATA

SHEET

 4AA-3

INSIDE ELEVATION

A

A

SECTION A-A

ANGLE BRACKET

TO BOTH SIDES

FIXED TO

STRUCTURE

ALUMINIUM GUIDE

TO BOTH SIDES

FIXED TO

STRUCTURE

B

B

OPENING WIDTH "A"

DRUM ASSEMBLY

ANGLE BRACKET

OPENING HEIGHT

"B"

ø BUNDLE "D"

C

D

SIMU MOTOR

(RETAINED IN DRUM)

SLAT

PULL HANDLE

TO 10

th

 SLAT

MANUAL

(WITHIN OPENING HEIGHT)

(ABOVE OPENING HEIGHT)

REQUIRED STRUCTURE

FOR FIXING OF GUIDES

(eg. TIMBER, STEEL,CONCRETE)

15 EXTERNAL PROJECTION

ON BOTTOM RAIL (TYP.)

50 INTERNAL PROJECTION

ON BOTTOM RAIL (TYP.)

50 Min. CLEAR OPEN

WIDTH REDUCTION

      (BOTH SIDES)

REQUIRED STRUCTURE

FOR FIXING OF BRACKETS

(eg. TIMBER, STEEL,CONCRETE)

HEAD ROOM

    DEPTH

  BUNDLE ø

BUNDLE

SECTION B- B

ANGLE BRACKET

ON BOTH SIDES

(FIXED TO STRUCTURE)

                                         ARCO(QLD) Pty. Ltd. ABN 27 108 275 896

334 Christensen Road South, Stapylton,QLD 4207 I Tel: 61 - 7 3807 5364 I Fax: 61 - 3382 7929

                                                       web: www.arcoqld.com.au


